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SURFACE COMPARTMENTATION

GALVANIZED PAINTED STEEL DOOR

REINFORCED CONCRETE COLUMNS

ACCESS OPENING

EXSTINGUISHER SYSTEM

MV  MECHANICAL VENTILATION

KKKJJJYYY XXX

FFL

TF TOTAL FLOODIND FIREKKK

JJJ SMOKE DETECTION - rookdetectie

YYY ROOM NUMBER - ruimtenummer

XXX

NV  NATURAL VENTILATION

A/C AIR CONDITIONING

FINISH FLOOR LEVEL

SS SPRAY SYSTEM

LEGEND

DOOR FIRERATED

-

FIRE RESISTANCE IN HOURS OF FIRE RATED

WALL CONSTRUCTION

CEMENT MORTAR WITH HARDENER

EPOXY COATING

ACID RESISTANT TILES 200x200mm

& PAINTED BOTHSIDES

EXTERNAL: CMU THK.250mm PLASTERED

INTERNAL: CMU THK 200 mm PLASTERED

& PAINTED BOTHSIDES 

gewapend beton kolommen

+ INSULATION PANELS - isolatieplaten

+ GYPSUM BOARDING - gipsplaten 

+ VAPOR BARRIER- dampremmende laag

beton wand dikte 250mm 

beide zijden stuc & schilderwerk

- beide zijden stuc & schilderwerk

gegalvaniseerd stalen deur, gecoat

brandwerende deur

cementmortel met verharder

zuurbestendige tegels 200x200mm

afgewerkt vloerniveau

FFL

brandwerendheid in uren van de wandconstructie

100.00

ROAD GROUND

101.15

1ST STOREY

99.45

TOC FOUNDATION LEVEL

106.55

TOC ROOF

5

107.85

TOP OF PARAPET

100.25

GROUND FLOOR

ALUMINIUM TOP

FLASHING TYP.

monsterruimte

202

ventilatieruimte

203

FALSE CEILING TYP.

LIGHT CONCRETE FOR - afschotlaag

SLOPE MIN. THK 50 mm - min. dikte 50 mm

2 COAT NITOPROOF 600 LIQUID

WATERPROOFING -vloeibaar waterdicht membraan

MEMBRANE

UNIFORM POLYSTYRENE - uniform polystyreen

INSULATION

BOARD 150mm THK - isolatieplaat dikte 150 mm

3000x3000x50mm THK G30 CAST IN-SITU - ihwg paneel

PANEL WITH EXPANSION JOINT FILLED - met uitzettingvoeg gevuld

WITH NITOSEAL 118 SEALANT - met NITOSEAL 118 afdichtings kit

2%

PLASTER - pleisterwerk

THK 20 mm - dikte 20 mm

WALKWAY - looppad FFL + 100.15

EXPANSION JOINT

ACID RESISTANT TILES

FLOOR THK 15 mm

LIGHT CONCRETE - afwerkvloer

THK 35 mm - dikte 35 mm

geïsoleerde kanaalplaatvloer

THK 250 mm - dikte 250 mm

RC PARAPET WALL - borstwering

THK 150 mm - dikte 150 mm

POLYSTYRENE - polystyreen

INSULATION PANEL - isolatiepaneel

THK 60 mm - dikte 60 mm

polystyreen isolatieplaten dikte 150 mm

THK 150 mm

DAMP PROOF MEMBRANE

THK 3 mm

BASE COURSE

WIRE MESH - wapening

20

POLYSTURENE - polystyreen

INSULATION PANEL - isolatieplaat

THK 140 mm - dikte 140 mm

CONCRETE WALL THK - betonwand dikte

250 mm

GYPSUM BOARD - gipsplaten

THK 16 mm - dikte 16 mm

ALUMINIUM - aluminium achterconstructie

STRUCTURE FOR

GYPSUM BOARD - voor gipsplaten

PLASTER - pleisterwerk

THK 20 mm - dikte 20 mm

VAPOR BARRIER - dampremmende laag

C

NOTE FOR REV. C

REVISED WALL TYPE

C

NOTE FOR REV. C

REVISED STRUCTURAL

FLOOR TYPE

CONCRETE SLAB - betondak

THK 300 mm - dikte 300 mm

3
0
0

20

140

250

60

16

CONCRETE BEAM - betonbalk

500 x 800 mm

CMU WALL THK

betonwand dikte

PLASTERED AND PAINTED

BOTH SIDE THK 20 mm

2
5

0

2
0

0

geïsoleerde kanaalplaatvloer dikte 200 mm

THK 200 mm

98.65

BOTTOM OF FOUNDATION LEVEL

WATERPROOFING

MEMBRANE

beton fundering dikte 800 mm

LEAN CONCRETE

THK 550 mm

DRAINAGE PIPE

TYP.

C

NOTE FOR REV. C

REVISED FOUNDATION

 TYPE

maaiveld

eerste verdieping

bovenkant fundering

bovenkant dak

bovenkant borstwering

begane grond

onderkant fundering

bovenkant daktrim

verlaagd plafond

dikte 200 mm

stuc & schilderwerk

  beide zijden dikte 20 mm

NEW SAMPLE ROOM

NEW VENTILATION

MACHINE ROOM

zuurbestendige vloertegels

dikte 15 mm

INSULATED HOLLOW SLAB FLOOR

POLYSTYRENE INSULATION PANEL

vochtbestendig membraan dikte 3 mm

INSULATED HOLLOW SLAB FLOOR

dilatatie voeg

CONCRETE FOUNDATION

THK 800 mm

100.00

99.45

106.55
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107.85
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ALUMINIUM TOP

FLASHING TYP. - aluminium daktrim

RC PARAPET

WALL - borstwering

GALVANIZED STEEL

RAINWATER

DOWNSPOUT TYP.
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EXISTINGNEW EXPANSION

CONCRETE

FOUNDATION - betonfundering

LEAN CONCRETE TYP.

2%

9
0
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FALSE

CEILING TYP.

FALSE FLOOR

TYP.

FALSE FLOOR

TYP.
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ACID RESISTANT TILES

GALVANIZED

STEEL

HANDRAIL

TYP.

ALUMINIUM TOP

FLASHING TYP.

RC PARAPET WALL

GALVANIZED

STEEL

HANDRAIL

TYP.

GALVANIZED

STEEL

LADDER TYP.

CMU WALL THK

200 mm

CMU WALL THK 200 mm

EXPANSION

JOINT - dilatatievoeg

laboratorium uitbreiding

201

LABORATORY

106

TOILETS

MAN

108

CORRIDOR

114

CONTROL ROOM

101

CORRIDOR

114

SENIOR SUPERVISOR

125

ELECTRICAL ROOM

130

UPS ROOM

131

101.15

100.25

1
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C

NOTE FOR REV. C

REVISED STRUCTURAL

FLOOR TYPE

C

NOTE FOR REV. C

REVISED EXTERNAL

WALL TYPE

CONCRETE WALL THK

300mm WITH ROCK

WOOL INSULATION

PANELS & 16mm

GYPSUM BOARDTYP.

FALSE

CEILING TYP. - verlaagd plafond

CMU WALL THK 200 mm

FALSE

CEILING TYP.

CMU WALL THK

200 mm

· GYPSUM BOARD THK 16 mm

· CONCRETE WALL THK 250 mm

· VAPOR BARRIER

· POLYSTYRENE INSULATION

PANEL THK 140 mm

· PLASTER THK 20 mm

C

NOTE FOR REV. C

REVISED FOUNDATION

TYPE

NN'O

74700

3000x3000x50mm THK G30 CAST IN-SITU PANEL WITH

EXPANSION JOINT FILLED WITH NITOSEAL 118 SEALANT

A LAYER OF GEONIC 100 GEOTEXTILE SEPARATE FLEECE

150mm THK UNIFORM POLYSTYRENE

INSULATION BOARD

2 COAT NITOPROOF 600 LIQUID WATERPROOFING MEMBRANE

LIGHT CONCRETE FOR SLOPE (MIN. 50THK)

N''

7200 1100

75429

550

C

NOTE FOR REV. C

REVISED GRID

DISTANCE

1
0
0
0

bestaandnieuwe uitbreiding

maaiveld

eerste verdieping

bovenkant

dakconstructie

bovenkant daktrim

begane grond

ROAD GROUND

1ST STOREY

TOC ROOF

TOP OF PARAPET

GROUND FLOOR

bovenkant fundering

FOUNDATION LEVEL

gegalvaniseerd stalen

hemelwaterafvoer

LABORATORY EXPANSION

3000x3000x50mm G30 ihwg paneel met

uitzettingsvoeg gevuld met NITOSEAL 118 afdichtings kit

een laag GEONIC 100 geotextile fleece

150mm dik uniform polystyreen isolatieplaat

2 COAT NITOPROOF 600 vloeibaar waterdicht membraan

afschotlaag (min. 50 mm dikte)

· gipsplaten dikte 16 mm

· betonwand dikte 250 mm

· dampremmende laag

· polystyreen isolatie dikte 140 mm

· pleisterwerk 20 mm
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101.15

99.45

106.55
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100.25

GROUND FLOOR
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ALUMINIUM TOP

FLASHING TYP. - aluminium daktrim

RC PARAPET

WALL
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24500

6250 6000 6000 6250

CONCRETE

FOUNDATION - betonfundering

LEAN CONCRETE TYP.

3000x3000x50mm THK G30 CAST IN-SITU PANEL WITH

EXPANSION JOINT FILLED WITH NITOSEAL 118

SEALANT

· A LAYER OF GEONIC 100 GEOTEXTILE

SEPARATE FLEECE

· 150mm THK UNIFORM POLYSTYRENE

INSULATION BOARD

· 2 COAT NITOPROOF 600 LIQUID WATERPROOFING

MEMBRANE

· LIGHT CONCRETE FOR SLOPE (MIN. 50THK)

5
9

4
5

WALKWAY - looppad FFL + 100.15

WALKWAY FFL + 100.15

2%

2%

CMU WALL THK 200 mm;

PLASTERED AND

PAINTED BOTH SIDE TYP.

NEW SAMPLE

ROOM

202

laboratorium uitbreiding

201

ventilatieruimte

203

FALSE

verlaagd plafond

3
5

5
0

1
6

0
0

ROOF DRAINAGE

SCUPPER

C

NOTE FOR REV. C

REVISED EXTERNAL

WALL TYPE

C

NOTE FOR REV. C

REVISED STRUCTURAL

FLOOR TYPE

· GYPSUM BOARD THK 16 mm

· CONCRETE WALL THK 250 mm

· VAPOR BARRIER

· POLYSTYRENE INSULATION

PANEL THK 140 mm

· PLASTER THK 20 mm

25412

C

NOTE FOR REV. C

REVISED FOUNDATION

TYPE

maaiveld

eerste verdieping

bovenkant

dakconstructie

bovenkant daktrim

begane grond

ROAD GROUND

1ST STOREY

TOC ROOF

TOP OF PARAPET

bovenkant fundering

FOUNDATION LEVEL

· gipsplaten dikte 16 mm

· betonwand dikte 250 mm

· dampremmende laag

· polystyreen isolatie dikte 140 mm

· pleisterwerk 20 mm

CEILING TYP.

LABORATORY EXPANSION

noodoverstort

borstwering

NEW VENTILATION

MACHINE ROOM

monsterruimte

beide zijden stuc & schilderwerk

CMU betonwand dikte 200 mm

- 3000x3000x50mm G30 ihwg paneel met

- uitzettingsvoeg gevuld met NITOSEAL 118 afdichtings kit

- een laag GEONIC 100 geotextile fleece

- 150mm dik uniform polystyreen isolatieplaat

- 2 COAT NITOPROOF 600 vloeibaar waterdicht membraan

- afschotlaag (min. 50 mm dikte)

1. ALL DIMENSIONS ARE EXPRESSED IN MILLIMETERS & ELEVATIONS IN METERS

2. THE STRUCTURAL PART OF ROOF AND WALL SHALL PROVIDE TWO HOURS FIRE RESISTANCE

3. THE STAIRCASES SHALL BE PROVIDED OF EMERGENCY LIGHTING

4. ELECTRICAL/INSTRUMENT EQUIPMENT LAYOUT ARRANGEMENT ARE INDICATIVE. REFER TO

ELECTRICAL/INSTRUMENT DRAWINGS

5. THIS DRAWING IS VALID ONLY FOR SUBCONTRACTOR SYSTEM AND FINISHING DETAILED DESIGN,  MATERIAL

SELECTION AND FOR BUILDING PERMIT

6. FOR APPLICABLE FIRE AND SMOKE CLASSES PLEASE REFER TO THE INTEGRAAL PLAN BRANDBEVEILIGHEID

7. IN ORDER TO AVOID CAPILLARY ASCENT SOLUTIONS SHALL BE STUDIED

8. GYPSUM BOARD PANEL IS SUPPORTED BY DOUBLE SELF-SUPPORTING GALVANIZED STEEL METAL FRAME
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SECTION B - doorsnede B
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SECTION A - doorsnede A

2
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DETAIL X FROM SECTION A - detail X van doorsnede A
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ISSUE FOR FEED

ISSUE FOR REVIEW

1. ALLE AFMETINGEN ZIJN WEERGEGEVEN IN MILLIMETERS & HOOGTES IN METERS

2. HET DAK, DE WANDEN EN DE VERHOOGDE VLOER VAN HET GEBOUW BIEDEN TWEE UUR WEERSTAND TEGEN BRAND

3. DE TRAPPEN WORDEN VOORZIEN VAN NOODVERLICHTING.

4. ELEKTROTECHNISCHE / INSTRUMENT EQUIPMENT  EN KANAAL LAY-OUTREGELING ZIJN INDICATIEF. ER WORDT 

         VERWEZEN  NAAR DE ELEKTROTECHNISCHE / INSTRUMENTATIE TEKENINGEN

5. DEZE TEKENING IS ALLEEN GELDIG VOOR ONDERAANNEMERS EN DE UITWERKING VAN HET DETAILED DESIGN,

MATERIAALSELECTIE EN VOOR BOUWVERGUNNING

6. RAADPLEEG VOOR DE TOE TE PASSEN BRAND- EN ROOKKLASSEN HET INTEGRAAL PLAN BRANDBEVEILIGHEID

7. OM CAPILLAIRE STIJGING TE VOORKOMEN DIENEN OPLOSSINGEN UITGEWERKT TE WORDEN

8. DE CONSTRUCTIE VAN DE GIPSPLATEN BESTAAT UIT EEN DUBBEL ZELFDRAGEND GEGALVANISEERD STALEN FRAME
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