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19

-TIE-IN WILL BE IN WESTSIDE, BUT EXACT LOCATION IS ON HOLD

TOWARDS A FIRE.

LEGEND OF SYMBOLS AND ABBREVIATIONS

GENERAL NOTES

- 3KW/M² CONTOURS ARE TAKEN INTO ACCOUNT AS SAFE DISTANCE

NOTES

1. SPLASH SCREEN.

- ALL HYDRANTS HAVE A CAPACITY OF 120m3/h

- MAIN RING: HDPE, 8''

- BRANCHES: HDPE,  6"

- ONE WORKING/ONE SPARE DIESEL PUMP IS FORESEEN.
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- THE DIESEL PUMPS ARE PLACED IN SMALL BUILDING TO AVOID FREEZING.

ASSUMPTION:

-  RESPONSE TIME OF FIREBRIGADE FALCK IN 3 MIN.

-  FOAM WILL BE PROVIDED BY FIREBRIGADE.
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Wendy Driesen
Wolk
3kW/m² contour

Wendy.Driesen
Wolk
10kW/m² contour

Wendy.Driesen
Wolk
10kW/m² contour

Wendy.Driesen
Wolk
10kW/m² contour

Wendy Driesen
Tekstbijschrift
3 kW/m² Jetfire due to leak of 69mol% Acetic Acid in R-2201

Wendy Driesen
Tekstbijschrift
10 kW/m² Jetfire due to leak of 69mol% Acetic Acid in R-2201

Wendy Driesen
Tekstbijschrift
3 kW/m² poolfire of Methanol in unloading station

Wendy Driesen
Tekstbijschrift
10 kW/m² poolfire of Methanol in unloading station

Wendy Driesen
Tekstbijschrift
3 kW/m² poolfire of Methanol in bund (2 intermediate bunds filled with Methanol)

Wendy Driesen
Tekstbijschrift
10 kW/m² poolfire of Methanol in bund (2 intermediate bunds filled with Methanol)

Wendy.Driesen
Wolk
10kW/m² contour

Wendy.Driesen
Wolk
10kW/m² contour

Wendy Driesen
Pijl

Wendy.Driesen
Wolk
10kW/m² contour

Wendy.Driesen
Wolk
10kW/m² contour

Wendy Driesen
Typemachine
ON EACH LEVEL IN THE PROCESS AREA 2 SAFETY SHOWERS ARE FORESEEN.  THE EXACT LOCATIONS FOR SAFETY SHOWERS WILL BE DEFINED IN DETAILED PHASE. 

Wendy Driesen
Typemachine
DRW




